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14.0
Subcontracting
14.1
The laboratory performs calibrations or tests within its documented capability.  The laboratory does not subcontract.

OR

14.2
The laboratory subcontracts in the special circumstances where technical, safety, or efficiency issues dictate. Subcontracting is only conducted with OWM and/or NVLAP accredited laboratories, which meet the requirements of NIST HB 143 and/or NIST HB 150.  The laboratory maintains a list of all subcontracting laboratories and work.

14.3
If the laboratory is NVLAP-accredited and the subcontractor is NVLAP-accredited, all reports which contain data from subcontracted work include the following statement: 

"This report contains data which were produced by a subcontracted laboratory ACCREDITED (NVLAP LAB CODE) for the calibration or test methods performed.

17025

4.5  Subcontracting of tests and calibrations
4.5.1  When a laboratory subcontracts work whether because of unforeseen reasons (e.g., workload, need for further expertise or temporary incapacity) or on a continuing basis (e.g., through permanent subcontracting, agency or franchising arrangements), this work shall be placed with a competent subcontractor. A competent subcontractor is one that for example complies with this International Standard for the work in question.

4.5.2  The laboratory shall advise the client of the arrangement in writing, and when appropriate gain the approval of the client, preferably in writing. 

4.5.3  The laboratory is responsible to the client for the subcontractor’s work, except when it is the client or a regulatory authority that specified which subcontractor is to be used.

4.5.4  The laboratory shall maintain a register of all subcontractors that it uses for tests and/or calibrations and a record of the evidence of compliance with this International Standard for the work in question.
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