
CHAPTER 7


POST-TEST TASKS


CHAPTER OBJECTIVES
Upon completion of this Chapter, you should be able to:

1.
Review and evaluate results of the field examination to determine compliance.

2.
Determine the appropriate compliance action based upon evaluation of examination results.

3.
Describe administrative procedures for notifying the owner of the action taken and any steps that must be taken to bring devices into compliance.

4.
Describe procedures for affixing security seals, inspection stickers, and other markings.

5.
Understand procedures for completing and submitting report forms and other documentation.

INTRODUCTION
After you have completed all the steps outlined in the Test portion of the EPO, several post-test tasks remain to be performed.  Some of these are specified at the end of the EPO, shown in Figure 7-1, but a few additional steps are necessary to complete the examination from an administrative point of view.


* * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * *


Excerpts From EPO With Post Test Considerations


7.
Security means 

a. check for/apply security seal
G‑UR.4.5.

b. record audit trail information
S.2.2.(c) (1/1/95) , Table S.2.2. (1/1/95)
Record the number of gallons of product dispensed during test on the official report.

	Avoid switch loading!

Test devices dispensing low-vapor pressure products (e.g., diesel fuel, kerosene)

Before testing devices dispensing high-vapor pressure products (e.g., gasoline)



After all equipment at a location has been tested,

review results to determine compliance with equipment 

maintenance and use of adjustments
G‑UR.4.1., G‑UR.4.3.
FIGURE 7-1.  EPO, POST TEST TASKS

To summarize, the major post-test tasks include:

•
installation of the security seal on the meter adjustment mechanism (if removed);

•
recording audit trail information, if equipped

•
evaluation of all examination results;

•
determination of appropriate compliance action;

•
notification of the owner of the device(s) of examination results;

•
marking the device(s) to indicate approval or rejection; and

•
completion and submission of examination report forms and other required documentation.

These post-test tasks will be described in the remaining sections of this chapter.

THE SECURITY SEAL AND AUDIT TRAIL INFORMATION

There is generally no need to remove the security seal that protects the meter adjustment mechanism in the course of a routine examination.  If, however, you are examining a dispenser for the first time since its installation, or if you are re-examining after required adjustments have been made, or if the seal is damaged or broken, you will have to install a new seal.  In addition, many jurisdictions use dated seals or tags that are sealed, and these must be installed after each examination.

The security seal could be of the lead-and-wire type consisting of a wire that is threaded through a hole in the moveable element of the adjustor and a hole in the body of the adjustor, whose position is fixed.  An example of this installation is shown in Figure 7-2. 
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	FIGURE 7-2.  INSTALLING THE SECURITY SEAL


The two ends of the wire are then enclosed in a lead seal, using a special applicator.  Your instructor will demonstrate the use of this tool in the classroom session devoted to this chapter.  Some security seals are made of plastic material or they may be of a pressure sensitive material. (Procedures for their application are similar.)

When the security seal is properly installed, it should not be possible to move the adjusting element without either cutting the wire, or mutilating or destroying the seal.  Multiple product, two-product, blended-product, and some single-product dual dispensers have more than one metering devices.  Make sure that a security seal is installed on each meter adjustment in the dispenser.

For devices equipped with an audit trail you should record information provided by the audit trail for the device; for example, the numbers shown on the event counters.  This information can be compared with the information contained the audit trail at the time of the next examination of the device; this comparison will indicate how many adjustments and changes have been made to the device since the last inspection.  This information can be used as an enforcement tool to indicate whether or not further investigation into the use of the device is warranted.

Procedures for accessing audit trail information typically differ from manufacturer to manufacturer; different models produced by the same manufacturer may also use different procedures.  Instructions for gaining access to audit trail information are provided in the owner's manual for the device and, for devices covered by an NTEP Certificate of Conformance this information should also be provided in the Certificate.

EVALUATING EXAMINATION RESULTS
Throughout the Inspection and Test you will have recorded results for each item.  Since approval or rejection will depend upon these results, you should at this point review all items and identify any for which non-compliance has been determined.  The most efficient means of doing this is to use a checklist that indicates compliance or non-compliance with each requirement, specification, or performance tolerance examined.

The report form used by your jurisdiction may provide such a checklist.  If it does not, or if the list is not sufficiently comprehensive or specific, you may wish to adapt the Examination Procedure Outline for use as a checklist, attaching a page for summary of specific items of non-compliance.

RECORDING TOTALIZER READINGS
During the course of the Test, you will have recorded totalizer readings for each dispenser at the beginning and end of each test draft.  As explained earlier, information on the total quantity of product dispensed from each dispenser during the examination, along with the total computed price, must be provided to the operator so that inventory figures can be reconciled (totalizers will indicate that a number of gallons of product have been delivered, even though all test liquid has been returned to the appropriate storage tanks).

The quantity delivered from each dispenser and the total prices for individual deliveries should be summed, and the results should appear on the official report form that is given to the operator at the conclusion of the examination.  If the system is equipped with an electronic control console, be sure to indicate whether individual deliveries were made with the console set to “credit” or “cash.”

DETERMINATION OF COMPLIANCE ACTION
Your evaluation of examination results should provide the basis for determining the appropriate compliance action.  Separate determinations must be made for each device examined at a location, including such auxiliary devices as control consoles and ticket printers, as well as for specified features, such as the marking of fill connections for storage tanks.

Terms such as “correct,” “incorrect,” “approve,” “reject,” “condemn,” etc. used in the text below are generic in nature and may vary from one jurisdiction to another.

A device is either “correct” or “incorrect.”  If all items to be checked during the inspection of the device are in conformance with the requirements of NIST Handbook 44, and the device meets all the requirements of the applicable tolerance tests, the device is correct.  Note that a device can be accurate without being “correct.”  For example, a device that meets applicable accuracy requirements, but does not comply with other Handbook 44 specifications and requirements is not “correct.”  The owner or operator may correct some items during the examination, such as dirt on the glass over the indicator; however, these items must always be noted on the written report so that your jurisdiction has a record of the “as found” condition of the device.

If the device is correct, approval is written on the test report.  A copy of the report is given to the establishment. Most jurisdictions require owners or operators to sign the report form as proof that they have seen it.  In many jurisdictions, an approval notice or seal is placed on the device in some conspicuous location.  This seal serves as an assurance that the device is suitable for use in its present location and that it was accurate when tested.

If, during the inspection or test, you determine that the device is incorrect (it is not accurate or does not meet all applicable requirements), it should be rejected (or condemned).  The report given to the owner or operator should state that the device may not be used in commercial service until all unsatisfactory conditions (listed in the report) have been corrected and the device reexamined.  A rejection tag should be attached to the device.

A rejection removes the device from commerce.  It cannot then be used commercially until corrections have been made and the device reexamined.  Only a weights and measures official may remove the rejection tag and place the device back in commerce (unless that authority is delegated to a repair agency or the device owner by the official).

When the device is rejected it usually remains under control of weights and measures until it has been reinspected and approved.  Normally, a rejected device should be repaired within a period of time specified by the inspector.  If the repair is not made within the specified time, you may choose to seize the device or a part of it (such as the indicating element) that would make the device unusable.

Another reason for seizing a rejected device is to use it as evidence in a court case should your jurisdiction decide to take formal action against an owner or operator.  In this instance, your jurisdiction may require you to issue a receipt to the device owner.

The NIST Handbook 130 Uniform Weights and Measures Law states that the director of weights and measures “shall condemn and may seize the weights and measures found to be incorrect that are not capable of being made correct.”

Therefore, if, after rejection, a device is found to be either impractical or impossible to adjust or repair, it should be condemned and, if necessary, destroyed.  Condemnation might also be appropriate in a case where a device has been seized and has not been claimed by a repair agency within the prescribed time frame.

It should be noted that condemnation is a last resort.  When deciding what action to take, keep in mind that your goal is to provide accuracy in the marketplace.  You have an equal responsibility to the buyer and to the seller and should strive to make a decision that will not cause an unnecessary hardship to either party.

NOTIFYING THE OWNER OR OPERATOR
When you have determined an appropriate compliance action, you must notify the owner or operator of the disposition and discuss it with him or her.  The owner of the device must understand:

•
why the action is being ordered;

•
what will happen as a result of the order (temporary or permanent removal from service, physical removal, condemnation, etc.);

•
what actions must be taken to bring the equipment into compliance;

•
when corrections must be completed and the date and procedure for re-examination; and

•
the consequences of failing to comply with the compliance order.

You must give the owner or operator a copy of the official inspection report that indicates specific items of non-conformance.  That person should sign the report to establish its receipt; this signature does not necessarily indicate that he or she accepts the findings.

You should make every effort to explain specifically and in detail what is wrong with the device and what must be done to correct it.  It is not, however, your responsibility to troubleshoot mechanical or electrical problems or recommend specific repair procedures, and you should avoid doing so.  Under no circumstances should you make repairs or adjustments yourself.  If the compliance order must be approved by your supervisor or some other official, indicate the recommendation you will be making and explain exactly what will happen if that recommendation is approved.  If the owner can request reconsideration or appeal of a compliance order, you should explain the procedures for doing so.

Remember that your purpose is to ensure that accurate and correct devices are used in the marketplace, not to mete out punishment for violations by administrative means.  You must avoid imposing unreasonable or excessive burdens on sellers of products and services, keeping in mind that all costs of compliance actions will ultimately be borne by the consumer.

MARKING THE DEVICES
As mentioned above, each device examined should bear some indication of the date of the examination and the disposition (approval or rejection, etc.).  Appropriate markings (stickers, tags, seals, etc.) affixed to the device or in some other conspicuous place provide assurance for customers and protect them from accidental or deliberate use of nonapproved equipment.  This marking should be performed immediately upon your determination of disposition and before you leave the examination site.

Your instructor will show you the various markings used by your jurisdiction, and tell you how and where each of them should be applied.

REPORT FORMS AND RECORDKEEPING
Your instructor will show you how to complete the examination report forms that are used by your jurisdiction, and will tell you how and when they should be submitted.  In addition, other types of documentation or information may be appropriate.  Examples of such additional recordkeeping are logs of telephone calls, conversations, or written correspondence with owners, repairpersons, and supervisors.  You will also find it useful to keep notes of problems encountered in the field and the compliance history of particular devices or service stations.

Accurate, systematic, legible, and comprehensive recordkeeping is as important a part of your job as the correct use of test equipment, mastery of examination procedures, or knowledge of codes and regulations.

SUMMARY

The last phase of an official field examination begins with an evaluation of results from the Inspection and Test.  On the basis of this evaluation, a decision is made to approve or reject the device.  In general, the system must be both “accurate” and “correct” to receive approval.  Several nonapproval compliance actions are available.  Once the decision is made, the owner or operator must be notified of the compliance action, and must receive an official written report of the examination along with sufficient explanation by the inspector to provide him or her with a clear understanding of the condition of the equipment, the steps that must be taken to remedy any deficiencies, procedures for any follow-up testing or certification required, and the consequences of failure to comply with the weights and measures order issued.  The device(s) examined must be properly sealed, tagged, or marked to indicate their compliance status to the public and secure adjustable elements that could affect the accuracy of the system.  Finally, the inspector must complete report forms and other record keeping tasks and submit this documentation to the jurisdiction, as required.
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